
I N S T R U C T I O N S  
F O R :  

The Ultimate Clubmaker’s Vise 
& Accessories 

Code: UCMV, UCMVEX, UCMVJWS, 
UCMVGP, UVMVGSR

 
1. Mounting the Universal Clubmakers Vise; 

a. To mount to a work bench place the vise in the desired position 
on the bench. Mark the location of the holes onto the bench using  
a pencil or marking pen and move the vise. Using a 11/32" drill bit,  
drill holes through the workbench top at marked locations. Align  
the holes in the vise base over the holes in the workbench top and  
insert all three mounting bolts. From underneath the work bench  
top, place a washer and a nut on each of the mounting bolts  
and tighten.  

 
 

 
b. To mount to the Universal Clubmakers Vise Extension (UCMVEX)  
align the holes in the vise base over the pre‐threaded holes in the  
vise extension and insert the machine screws and washers (included  
with UCMVEX) and tighten. 

 
2. To prepare the vise for use with the  Universal Vise Accessories: 

a. Remove the 4 screws inserted into the standard vise jaws.   
b. Attach the two Pad Keys (provided with UCMV) into the center  
holes of the vise head using two of the four screws previously  
removed from the vise.  

See Reverse For Accessory Instructions 
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SHIPPING  
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Z

UCMV

Universal Clubmakers Vise ‐ UCMV 
The  Universal Clubmakers Vise (UCMV)  comes with standard vise pads installed.  

The Universal Clubmakers Vise should be mounted to a workbench or a (UCMVEX) Universal Clubmakers Vise Extension. 

UCMVJWS

UCMVGP

UCMVEX

UCMVGSR

THE 
GOLFWORKS®



PARTS LISTS  
1. UCMV (1);  

a. Clubmakers Vise with standard vise pads (1) 
b. Pad Keys (Already Intalled) 

 
2. UCMVEX (1);  

a. Vise Extension (1)  
b. Extension Mounting bolts (4) 
c. Vise Mounting Screws (3) 
d. Socket Head Cap Screw (8)  
    ‐ 1.25mm X 20mm 
e. Washer ‐ 8mm 
f. Hex Key ‐ 6m 

 
 

 
3. UCMVJWS (4 sets);  

a. Shaft Dimpler Pads (2)  
b. Graphite Shaft Pads (2) 
c. Gripping Pads (2) 
d. Lock‐Tite Pads (2) 

 
4. Shaft Extractor (1); 

a. Shaft Extractor Pads (2) 
b. Shaft Extractor Ratchet (1) 

 
5. Gripping Pan (1); 

a. Gripping Pan 
b. Solvent Hose 
c. Gripping Pan Bracket
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Universal Clubmakers Vise Jaws ‐ UCMVJWS 
1. Follow the UCMV instructions for installing the pad keys. 
2. Each pair of pads contained in the (UCMVJWS) can be placed into the Club Makers Vise by sliding  

the slot on the pads over the pad keys.  
3. It is a good idea to clean the Graphite Shaft Pads and the Gripping Pads regularly with mineral spirits  

or acetone. 
4. The Shaft Dimpler Pads can be adjusted to change the depth or number of dimples by adjusting the  

set screws on the back of the pads. 
 
 
Universal Clubmakers Vise Gripping Pan ‐ UCMVGP 
The Universal Clubmakers Gripping Pan can be mounted to a workbench or to the (UCMVEX)  
Universal Clubmakers Vise Extension. The Gripping Pan Bracket features dual dimension slots so that it can slide on or off of a workbench or the  
Universal Clubmakers Vise Extension. 

1. To mount the gripping pan to a workbench, fasten the mounting bracket to the side of  
a workbench using two wood screws (not provided).  

2. To mount the gripping pan to the Universal Clubmakers Vise Extension (UCMVEX) ;  
The gripping pan bracket can be mounted using the pre‐threaded holes to either side  
of the vise extender. Loosen the machine screws on to the vise extension and slide  
the gripping pan bracket onto the screws. 

 
Universal Clubmakers Vise Shaft Extractor ‐ UCMVGSR 

1. Follow the UCMV instructions for installing the pad keys. 
2. Insert the Universal Clubmakers Vise Shaft Extractor  (UCMVGSR) into the Universal Clubmakers Vise by  

sliding the slot on each pad over the pad keys on the vise. 
3. Remove the ferrule from the club before attempting to remove the club head. 
4. Place the golf shaft into the proper sized slot in the universal push plate and slide the shaft towards the  

vise until the club head hosel is snug against the universal push plate.  
5. While maintaining the pressure of the club head against the universal push plate, rotate the shaft downward  

into the rubber vise pad on the Universal Clubmakers Vise Extractor. 
6. Tighten the vise handle until the shaft is secure. Be careful not  to over tighten. 
7. While heating the club hosel using a torch or a heat gun place the ratchet onto the extractor and begin to  

force the club head off of the shaft by pulling the ratchet towards you. If the club head does not begin to  
move continue to heat the hosel while maintaining pressure on the club head. 

8. Once the epoxy bond of the club head has broken discontinue heating the club head hosel and continue to  
push the head off of the shaft using the ratchet.  

 
Note: If the shaft penetration is too deep for the extractor to push the head completely off of the shaft then remove the golf club,  

reset the universal push plate to the starting position and repeat steps 4, 5 , 6, 7 and 8. 


